
Europower Enerji ve Otomasyon Teknolojileri San. Tic. A.Ş.

POWERBANK and GRID CONNECTED OPTIONS
 for Hybrid SOLAR ENERGY SYSTEMS

5/10/15/20/25 kW, Single and Three Phase



EuroSunjunior System is a complete photovoltaic solar energy 
system; including hybrid inverter, batteries, control units, protection 
switches, fuses and all necessary connections to meet a wide range 
of requirements, suitable for a large number of usage and 
consumption scenarios.

Together with the EuroSunjunior system, solar panels and 
mounting systems required for the application are also supplied 
optionally. This system, which has all the main components of a 
solar energy application, is sent tested and ready to use after all 
connections are made.

EuroSunjunior can be used with batteries up to 23 kWh, grid-
connected or off-grid, and is ready to integrate into all solar panel 
configurations up to 25 kW.

In addition to generating electricity from the sun for domestic and 
commercial use, this smart system can be used in many different 
scenarios, such as to provide auxiliary energy during natural 
disasters or power outages, or to power teams at construction sites. 

EuroSunjunior will provide you the energy of the sun wherever 
and whenever you need it for domestic, agricultural, commercial, 
industrial and emergency applications.

COMPLETE ON/OFF GRID PV SYSTEM

Up to 25 kW Power and 23 kWh Storage Capacity

Storage

Standard Package:
• Hybrid On/Off-Grid Inverter

• Batteries and Controller
• All Internal AC/DC Connections

• Protection Switches and Fuses

Power – 5 kW - 25 kW
Inverter – Goodwe Hybrid On/Off-Grid Inverter

Batteries – 4,8 kWh - 23 kWh

Additional Options to the System:
• Solar Panels & Panel Mounting Systems

• Electrical Improvements Required for Installation

TESTED &
READY TO USE

UTILIZING THE POWER

OF THE SUN
WHEREVER & WHENEVER

YOU NEED IT

PV PanelsGrid

Load

Storage

5kW - 25kW

Inverters from
well-known brands



Panels, Euro SunJunior and connections between batteries can be designed specically for you and applied in the eld by our teams.

HYBRID 5 kW - SINGLE PHASE

Dimensions

Battery Connection

Surge Arrester

Protection of Surge Arrester

KWH Meter + Modem

Communication

Weight

Protection Class

Rated Voltage

Rated Capacity

Solar Battery Power (kW)

Charging Current

Discharge Current

Battery Type

Max. DC Input Power

Max. DC Input Voltage

Nominal Apparent Power Output to Utility Grid

Rated Output Voltage

Rated Output Frequency

Max. AC Current Output To Utility Grid

Max. AC Current From Utility Grid

Communication

Power

Connectable Max. Panel

Type

EURO SUNJUNIOR

Model Name

Dimensions

BATTERY

PANEL

Hybrid 5 kW Single Phase

INVERTER

Hybrid 5 kW Single Phase

1200 x 650 x 320 mm

Lithium Battery Pro Series 4850

40 kA C Tipi 1P

Optional

Optional

Wireless

480 × 360 × 90 mm

22 kg

IP 31/54(*)

DC 48 V

50 Ah

Maximum 2 Pieces '2.4 (**)

25 A

25 A

LiFePO4

6500 W

580 V

5100 VA

220/230 V

50/60 Hz

24.5 A

40 A

RS485

450 W / 540 W

12 Pieces / 1 Piece

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

GW-5048D-ES

* The degree of protection of the panel should be selected according to the ambient conditions in which it will be installed.
** The number of batteries and storage power will be designed specically for you and your needs, and should also be integrated into your battery 
cabinet system if needed.



HYBRID 5 kW / 10 kW - THREE PHASE

105 kg

IP 31/54(*)

192 V

37 Ah

7.1 (**)

4.26 A

4.26 A

6500 W

1000 V

5500 VA

400/380 V, 3P/N/PE

50/60 Hz

8.5 A

15.2 A

RS485

450 W / 540 W

12 Pieces / 10 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

187 kg

IP 31/54(*)

384 V

37 Ah

14.2 (**)

8.52 A

8.52 A

13000 W

1000 V

11000 VA

400/380 V, 3P/N/PE

50/60 Hz

16.5 A

22.7 A

RS485

450 W / 540 W

24 Pieces / 20 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

700 × 504 × 380 mm 1100 × 504 × 380 mm

GW-5K-ET GW-10K-ET

Panels, Euro SunJunior and connections between batteries can be designed specically for you and applied in the eld by our teams.

* The degree of protection of the panel should be selected according to the ambient conditions in which it will be installed.
** The number of batteries and storage power will be designed specically for you and your needs, and should also be integrated into your battery 
cabinet system if needed.

Weight

Protection Class

Rated Voltage

Rated Capacity

Solar Battery Power (kW)

Charging Current

Discharge Current

Max. DC Input Power

Max. DC Input Voltage

Nominal Apparent Power Output to Utility Grid

Rated Output Voltage

Rated Output Frequency

Max. AC Current Output To Utility Grid

Max. AC Current From Utility Grid

Communication

Power

Connectable Max. Panel

Type

800 x 650 x 320 mm

Lithium Battery Pro Series (Casing C7)

100 kA B+C Type 3P

Optional

Optional

Wireless

800 x 650 x 320 mm

Lithium Battery Pro Series (Casing C14)

100 kA B+C Type 3P

Optional

Optional

Wireless

EURO SUNJUNIOR

Hybrid 5 kW Three Phase Hybrid 10 kW Three Phase

Hybrid 5 kW Three Phase Hybrid 10 kW Three Phase

Dimensions

Battery Connection

Surge Arrester

Protection of Surge Arrester

KWH Meter + Modem

Communication

Model Name

Dimensions

BATTERY

PANEL

INVERTER



ONGRID 5 kW Single Phase

Ongrid 5 kW Single Phase

800 x 500 x 320 mm

40 kA C Type 1P

Optional

Optional

Wireless

6500 W

600 V

5000 VA

220/230 V

50/60 Hz

11 A

22.8 A

RS485

450 W / 540 W

12 Pieces / 10 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

GW-5000D-NS

ONGRID 5 kW - SINGLE PHASE

Panels, Euro SunJunior and connections between batteries can be designed specically for you and applied in the eld by our teams.

Dimensions

Surge Arrester

Protection of Surge Arrester

KWH Meter + Modem

Communication

Max. DC Input Power

Max. DC Input Voltage

Nominal Apparent Power Output to Utility Grid

Rated Output Voltage

Rated Output Frequency

Max. AC Current Output To Utility Grid

Max. AC Current From Utility Grid

Communication

Power

Connectable Max. Panel

Type

Model Name

PANEL

INVERTER

EURO SUNJUNIOR



ONGRID 10 kW / 15 kW - THREE PHASE

ONGRID 10 kW Three Phase

Ongrid 10 kW Three Phase

800 x 500 x 320 mm

100 kA B+C Type 3P

Optional

Optional

Wireless

15000 W

1000 V

11000 VA

400 V, 3P/N/PE

50/60 Hz

16 A

12,5 A

RS485

450 W / 540 W

24 Pieces / 20 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

GW-10K-DT

ONGRID 15 kW Three Phase

Ongrid 15 kW Three Phase

800 x 500 x 320 mm

100 kA B+C Type 3P

Optional

Optional

Wireless

22500 W

1000 V

16500 VA

400 V, 3P/N/PE

50/60 Hz

24 A

12,5 A

RS485

450 W / 540 W

34 Pieces / 28 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

GW-15K-DT

Panels, Euro SunJunior and connections between batteries can be designed specically for you and applied in the eld by our teams.

Dimensions

Surge Arrester

Protection of Surge Arrester

KWH Meter + Modem

Communication

Max. DC Input Power

Max. DC Input Voltage

Nominal Apparent Power Output to Utility Grid

Rated Output Voltage

Rated Output Frequency

Max. AC Current Output To Utility Grid

Max. AC Current From Utility Grid

Communication

Power

Connectable Max. Panel

Type

Model Name

PANEL

INVERTER

EURO SUNJUNIOR



ONGRID 20 kW / 25 kW - THREE PHASE

ONGRID 20 kW Three Phase

Ongrid 20 kW Three Phase

800 x 650 x 320 mm

100 kA B+C Type 3P

Optional

Optional

Wireless

26000 W

1000 V

20000 VA

400 V, 3P/N/PE

50/60 Hz

30 A

22 A

RS485

450 W / 540 W

46 Pieces / 38 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

GW-20K-DT

ONGRID 25 kW Three Phase

Ongrid 25 kW Three Phase

800 x 650 x 320 mm

100 kA B+C Type 3P

Optional

Optional

Wireless

32500 W

1000 V

25000 VA

400 V, 3P/N/PE

50/60 Hz

30 A

27 A

RS485

450 W / 540 W

56 Pieces / 48 Pieces

Mono Crystalline 166 x 83 mm

BF 182 Mono PERC 10BB

GW-25K-DT

Panels, Euro SunJunior and connections between batteries can be designed specically for you and applied in the eld by our teams.

Dimensions

Surge Arrester

Protection of Surge Arrester

KWH Meter + Modem

Communication

Max. DC Input Power

Max. DC Input Voltage

Nominal Apparent Power Output to Utility Grid

Rated Output Voltage

Rated Output Frequency

Max. AC Current Output To Utility Grid

Max. AC Current From Utility Grid

Communication

Power

Connectable Max. Panel

Type

Model Name

PANEL

INVERTER

EURO SUNJUNIOR



EUROPOWER POWER BANK - 
SINGLE PHASE

EURO SUNJUNIOR POWER BANK - TEK FAZ

Model LV 4850

Nominal Energy 2.4 kW

Usable Energy 2.4 kW

Design Life / Warranty 10 Years at 25°C

Dimensions (Width x Depth x Height) 440 mm x 410 mm x 88,5 mm

Net Weight 24 kg

Charge / Discharge Current 25A / 25A

Max. Charge / Discharge Current 25A / 25A

Charging Temperature Range 0 ~ 50 °C

Discharging Temperature Range -10 ~ 50 °C

Storage Temperature Range -20 ~ 45 °C

Protection Level IP 20

Communication CAN / RS485 (Optional Wi, BLE)

Operating Voltage Range 40.5   ~ 53.5 V

LV 48100

5.12 kW

5.12 kW

10 Years at 25°C

440 mm x 420 mm x 133 mm

44 kg

50A / 50A

100A / 100A

43.2   ~ 56.8 V

Certication UN38.3, EN 61000-6-1/3,  IEC62619

Compatible Inverters BST / SMA / Deye / Goodwe / Luxpower / Growatt / Sofar / Solis / Victron / Voltronic

Nominal Voltage 48 V 51.2 V

0 ~ 50 °C

-10 ~ 50 °C

-20 ~ 45 °C

IP 20



EUROPOWER POWER BANK - 
THREE PHASE

EURO SUNJUNIOR POWER BANK - THREE PHASE

EJR7 EJR10 EJR14 EJR17 EJR21Model

7.1 kW 10.66 kW 14.2 kW 17.76 kW 21.31 kWUsable Energy

37 Ah 37 Ah 37 Ah 37 Ah 37 AhNominal Capacity

192 W 288 W 384 W 480 W 576 WNominal Voltage

4.26 kW 6.39 kW 8.52 kW 10.65 kW 17.78 kWMax. Continuous Discharge Power

4.26 kW 6.39 kW 8.52 kW 10.65 kW 17.78 kWMax. Continuous Charge Power

105 kg 146 kg 187 kg 228 kg 269 kgNet Weight

IP 54 IP 54 IP 54 IP 54 IP 54Protection Level

6000 Cycles 6000 Cycles 6000 Cycles 6000 Cycles 6000 CyclesCalender Life

0 ~ 50 °C 0 ~ 50 °C 0 ~ 50 °C 0 ~ 50 °C 0 ~ 50 °CCharging Temperature Range

-10 ~ 50 °C -10 ~ 50 °C -10 ~ 50 °C -10 ~ 50 °C -10 ~ 50 °CDischarging Temperature Range

HV9637 HV9637 HV9637 HV9637 HV9637Internal Battery Module

Serial Serial Serial Serial SerialModule Connection

2 3 4 5 6Number of Modules

CAN CAN CAN CAN CANCommunication

10 Years 10 Years 10 Years 10 Years 10 YearsWarranty

Compatible Inverters

CE / ISOCertication

700 mm 900 mm 1100 mm 1300 mm 1500 mmWidth

504 mm 504 mm 504 mm 504 mm 504 mmDepth

380 mm 380 mm 380 mm 380 mm 380 mmHeight

BST / SMA / Deye / Goodwe / Luxpower / Growatt / Sofar / Solis / Victron / Voltronic



1. Maximum safety performance with LFP technology

2. Built-in aluminium sink, optional heating solutions

3. Compact design with exible size options

4. IP54 protection for indoor and outdoor use

5. Compatible with leading inverter brands

6. Black start function & quick installation

7. Easy Installation Cable Access from all sides to the main box

Features & Advantages

- Interchangeable electrical infrastructure according to country regulations

- Measurement and protection options

- MCB (Miniature Circuit Breaker) and Residual Current Circuit Breaker protections (I&O) 

  in Standard Package

- Quality tested and certied by the highest Grade-A brands

- Standard Surge Protection

- Optional electricity meters due to differences between zones

- Optional 'Emergency Stop Button'

- 'Electricity Monitoring Adapters' according to the inverter feature used in the system

ELECTRICAL FEATURES



Generate and store 
your electricity with SUNJUNIOR

whether at home or at work.



International Solution Partners

• Solar Panels
• Inverters
• Transformers

• Energy storage systems
• Cables and connectors
• Ground, roof and side mounts, racking 
   systems and frames
• Tracking systems
• Performance monitoring systems

Europower Enerji A.Ş.

• Type-tested concrete and metallic type central inverter stations
• Compact or mobile type substations and kiosks
• Medium voltage metal enclosed modular, metal clad and 
   SF6 gas insulated switchgear
• DC combiner boxes, array boxes and panels
• AC distribution and measurement panels
• Control, protection and relay panels
• Automation & SCADA systems and panels

®• Ground mounting systems with patented Spear System

Project Development

• Feasibility and yield assessment studies
• Permit management and consultancy
• Financial consultancy
• Project and system design
• Project management, technical planning and analysis

EPC / Turn-key Contracting & Subcontracting

• EPC / turn-key contracting and AC/DC subcontracting

   for all types of PV power plants

• Materials selection, evaluation, approval, supply & 

   installation of all kinds of LV - MV - HV electrical 

   equipment, solar panels, inverters & mounting systems

• Supply, installation & commissioning of substations

• Supply, installation, integration and commissioning of

   automation and SCADA systems

• Earthing of the power plant-cabling and earthing of

   the solar panels and all other components

• Supply & installation of the transmission line to grid

• Supervision, testing & commissioning services

O&M, Insurance and Cleaning

• Operating and maintenance
• Allianz Climate Solutions Production Guarantee Insurance
• Performance monitoring and analysis
• Primary and secondary trainings
• Cleaning products and services

Europower Enerji ve Otomasyon Tek. San. Tic. A.Ş.
Saray Mah. Atom Cad. No: 17 
Saray, Kahramankazan, ANKARA / TÜRKİYE

T: +90 (312) 815 48 80 • F: +90 (312) 815 48 81

w
@

: www.europowersolar.com
: info@europowersolar.com

w
@

: www.europowerenerji.com.tr
: europower@europowerenerji.com.tr

EPC Contracting & Subcontracting

COMPLETE SOLUTIONS FOR
PV SYSTEMS

PRODUCTS & SYSTEMS


